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Harness Part # _________________________ Date of Inspection _______ 

Date of Manufacture ___________________  Date of First Use _________ 

Shop/Department _____________________________________________  

Name of Inspector ______________________   _____________________  

                         Print                   Sign  

  
 

If harness equipment damaged is beyond use or at end of service life: 
* Notify your department supervisor for removal of service and replacement 
* Tagout or remove equipment used in fall events or conspicuously damaged 
* Do not substitute incorrect components for Fall Protection and Restraint 
 
Notes:______________________________________________________________________________________

___________________________________________________________________________________________

___________________________________________________________________________________________

___________________________________________________________________________________________ 

Harness Configuration: 
 PT TB QC 
Chest Strap    
Leg Straps    
 Yes                        No 

Waste Belt    
 PT= Pass Through 

TB= Tongue Buckle 
QC=Quick Connect 

Labels and Markings Pass Fail Note 
Label (Intact and Legible)    
Appropriate ANSI/OSHA/CSA Markings    
Inspections are current/Up to date    
Date of first use    
Impact Indicator (Signs of Deployment)    

    
Hardware (Buckles & D-Rings) Pass Fail Note 
Shoulder Adjustment Buckles    
Leg & Waist Buckles/Other Hardware    
D-Ring (Dorsal, Side, Shoulder or Sternal)    
Corrosion/Pitting/Nicks    

    
Webbing Pass Fail Note 
Shoulder/Chest/Leg/Back Straps    
Cuts/Burns/Holes    
Paint Contamination    
Excessive Wear    
Heat/UV Damage    
Moisture/Mildew damage     
Chemical Staining    

    
Stitching Pass Fail Note 
Shoulder/Chest/Leg/Back Straps    


