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This permit must be completed along with the Confined Space Entry Permit 

Reason Hot Work cannot be performed outside: 

 

Type of ventilation that will be used to remove fumes or vapors from hot work: 

 

Air testing that will be used to ensure ventilation is working: 

 

Equipment that is a source of ignition and must be in the space: 

 

Table I: Entry Requirement Checklist 
Requirement Completed Time Initials 

Confined Space Entry Permit complete   

Combustibles moved out of work area      Check if cannot be done and explain below □   

Work area isolated   

Reason combustibles must remain in work area: 
(Combustible items in the work area must be wet down or covered with a fire blanket, damp sand, guards, or metal shields) 

 

First aid observer name: __________________________________________ CPR/First Aid certification date: ___________ 

Fire Watch 
A fire watch must be provided during confined space hot work and for 30 minutes after work is complete. Work areas and all 
adjacent areas where sparks or heat may spread must be inspected. 

Table II: Fire Watch Inspection Personnel 
Name ID# Name ID# 
    

    

Notes: 

Warning: Welding should not be done on any equipment, vessels or piping that has come into contact with 
methylene chloride, Freon, or sulfuric acid due to hazardous fumes. 

I certify that I have reviewed the procedures and briefed the crew on proper practices and hazards associated 
with performing hot work in a confined space. 

Name: _________________________ Job Title:______________________ Dept./Shop: _________________ 

Signature: ______________________________________ Date & Time: _____________________________ 


